A new technical approach to breast-tumor detection is proposed. The technique is based on fluorescence x-ray analysis, and can identify a 
Introduction
Among the prevailing therapies for breast cancer, surgery is the most promising. The ultimate demand on the breast cancer surgery is that it should be minimally invasive. To address this issue, the cancer must be detected at its earliest and most treatable stage. It is also indispensable to locate the cancerous lump, in as painless a manner as possible. If these requirements are fulfilled, the cancer can be removed minimally invasively by surgery. The most common technique for breast cancer detection is today mammography. Unfortunately, mammography involves a series of difficulties associated with simple x-ray imaging, typical of which is the detectable tumor dimension larger than several mm in diameter. A technique to detect breast cancer at a higher sensitivity has thus been much awaited within the medical community and women at risk. Here we propose a physical concept that may evolve into a sensitive breast cancer detection technique in future.
Difficulties in mammography
In mammography, the breast is exposed to soft or semisoft x-ray beams generated by a thermionic x-ray source, and the image formed by transmitted x-rays is visually inspected. Underlying this technique is the fact that the calcium (Ca) present in milk ducts migrates to cancerous tissues to accumulate therein (so-called "calcification").
Since the x-ray absorption coefficient of Ca is higher than that of soft tissues, the cancer is distinguished from normal tissues on the detector, usually a photographic plate. In practical diagnosis, the smallest tumor that a mammogram can detect measure 8-10 mm in diameter. Hundreds of thousands of malignant cells are involved in such a mm-size cancer, some of which might have already escaped to the rest of the body through the bloodstream. If the cancer-detection sensitivity is improved by a factor of ten, then surgery could eliminate cancerous tissues while doing little damage to the breast. Also, mammography is inescapable from a drawback intrinsic to visual diagnosis. The following is an example. Ca and its compounds are always present in milk ducts. Mammography is unable to distinguish these mere calcifications from a microscopic cancerous lump. See, for example, Figure 1 . This is a mammogram of a female breast, revealing calcified tiny tissues (white dots). An appreciable number of the calcified dots are malignant, and prone to spread into the immediate vicinity. This mammogram does not identify which calcified dot is malignant. What's worse, the breast cancer in the younger generation does not always entail the calcification. Mammography is powerless to detect such a noncalcified cancer. In mammography, the intensity distribution of transmitted x-ray beams is converted to image contrast on the photographic plate. Mammograms are thus no more than breast shadowgraphs, often leading to erroneous diagnosis. If malignant tumor were color-marked on the monitor, malignant and non-malignant dots could be precisely differentiated and hence the accuracy of breast-cancer diagnosis could be dramatically improved. We consider that element mapping coupled with x-ray fluorescence analysis (XRF) may well make this possible (see below).
Principle of the technique proposed XRF
When a condensed-matter sample absorbs x-rays, the elements composing the sample emit x-rays through electronic transition. The secondary x-rays so emitted, referred to as "fluorescence x-rays," are comprised of a family of monochromatic signals directly related to the electronic structures of the elements. Figure 2 illustrates our proposal to detect by XRF a malignant tumor growing in the breast. When the breast receives primary x-rays, the constituents of the breast emit secondary x-rays with wavelengths characteristic of the respective constituents. By wavelength analysis of secondary x-rays, the cancercomposing elements could be identified. Also, XRF provides visual information on how elements are distributed throughout the sample (so-called "element mapping"). We thus consider that a tiny breast cancer could be pinpointed by element mapping ( Figure 3 ). For this, however, we need a "test agent", which preferentially accumulates in the malignant area (see later). Field emission x-ray source
Commonly, fluorescence x-ray spectra involve background signals or noises. One way to minimize noise is to use monochromatic x-rays as the primary beam. Presently, however, the primary beam in XRF is not monochromatic but continuous (white), presumably because the generation of monochromatic x-rays is usually not easy with thermionic emission (TE) x-ray sources. In the tumor detection by XRF, the smaller the tumor, the weaker the secondary signals would be. To detect an early-stage tumor, therefore, noise signals must be minimal. When a non-insulating solid is put in a negative electric field as high as 10 7 V/cm, an appreciable number of electrons at the Fermi level tunnel out through the inclined surface-potential barrier. This type of electron emission has been termed "field-electron emission" (FE) [1] . To attain the field strength required for FE, the electron source has to be sharpened into a "tip" with nanometric dimensions; carbon nanotubes (CNTs) [2] and carbon nanofibers (CNFs) [3] are ideal FE electron sources [4] , [5] . The FE process is exponentially affected by the chemical and morphological states of the electron-emitting area [6] , resulting in instability of emitted currents in nonultrahigh vacuum (non-UHV) ambiences, where the interaction is unavoidable between the electron-emitting surface and residual gases. For stable emitter-operation in FE mode, therefore, the gun chamber has to be pumped down to UHV.
Preliminary information
It was noted above that the primary beam in XRF must be monochromatic, in order to increase the S/N ratio. Figure 4 shows the spectrum of x-rays generated by striking a molybdenum target with 50-keV FE electrons. It is seen that the x-rays were perfectly characteristic, with no continuous signal overlap. X-rays emitted from other metals bombarded with FE electrons were also ideally characteristic. As is generally known, characteristic signals can be brought into a single signal with a filter, usually a metal film. 
Prospects for biological application of XRF
For a tumor to be imaged by mammography, it must absorb photons at more than 10 10 /sec, which are so abundant as to induce an overdose of radiation. In particular, soft x-rays used in mammography strongly interact with biological tissues, thereby damaging the surrounding normal areas. Thus, a crucial demand for a next-generation breast cancer detection technique is the ability to detect a miniature tumor with high precision while lowering the radiation dose. It is also pivotal to pinpoint the location of the tumor (see section "Principle of the technique proposed"). This tumor spotting would help doctors determine the nucleation site of the tumor. Mammography is equipped with neither of these functions. Most breast cancers begin in milk ducts. Figure 5 shows schematically the growth process of breast cancer nucleated in milk duct. Stage 0 (Figure 5c ) is barely detectable by mammography. The "atypical ductal hyperplasia" (ADH) in Figure 5b is thus a pre-cancerous state, the detection of which would open a new era in breast cancer therapy. ADH is supposed to be of micrometric dimensions, and hence totally undetectable by conventional mammography. This is why devising a breast cancer detection technique far superior in sensitivity to mammography is a matter of urgency. In our view, XRF might satisfy the above demands. The detection limit of XRF is less than 10 ppm, which is sufficient to catch a cancerous lump of micrometric dimensions. As stated already, the element mapping based on XRF offers visual information on the element distribution throughout a non-biological sample. If this mapping technique were applicable to breast cancer detection, the growth site of a micrometric cancer could be pinpointed accurately and promptly. For this, effective test agents are indispensable. The "test agent" refers to a chemical compound that accumulates in a cancerous region. The most promising candidates are currently nanoparticles of ferromagnetic metal oxides. Magnetite (Fe 3 O 4 ) nanoparticles conjugated with an antibody fragment, for instance, selectively bind to cancerous cells, irrespective of cancer species [7] . Magnetite itself is non-toxic, and its fine particles are excreted through a physiological process. Fluid agents could be injected into milk ducts through the nipple with the aid of a syringe and a local anesthetic. Since magnetite nanoparticles can be dispersed in an organic solvent (so-called "magnetic fluids"), they will be readily supplied to the cancerous region in the abovedescribed manner. Magnetite nanoparticles might thus be a practical, as well as an effective, test agent for breast cancer detection. It is emphasized that the high affinity of magnetite nanoparticles to cancerous cells has been applied for hyperthermia of mouse solid cancers including breast cancer [7] . A matter of concern is that secondary x-rays emitted from Fe is so low in energy (6.4 keV for K α ) that they may fade away within a bulky human breast due to absorption. Like magnetite, phthalocyanine molecules aggregate in cancerous tissues. This material accommodates a metal atom at its center, independently of whether the metal is ionic or covalent in bonding character (cf. Figure 6 ). If the metal atom is of a heavy metal, the fluorescence xrays that it emits would be high enough in energy to get out of the breast. We have been informed that phthalocianine is actually being used for laser therapy of some cancers. Unfortunately, phthalocianine molecules are so fragile that they decompose into fragments through chemical interactions with air. Synthesizing stable derivatives of phthalocianine is thus solicited. Figure 7 illustrates the cross-sectional view of the prototypical XRF machine that we propose. What follows is its outline. 1) Emitter: A key element in this devise is the electron emitter. For element mapping, a fine electron beam has to be scanned on the target. Well-suited for this purpose would be the "CNTs-ontip"emitter ( Figure 8 ) [8] , [9] , [10] . The total electron current that this type of emitter provides amounts tõ 0.1 mA at an extracting voltage lower than 10 kV [11] . In addition, more than 90% of the electrons extracted from a CNTs-on-tip emitter can be guided to the target by properly designing the focusing system [12] . An electron current of this level is high enough for a prototypical machine. In view of the average diameter of 10 µm, there will be no need to strongly focus the electron beams. In an element mapping system for clinical use, the FE gun must provide an electron beam on the order of mA. The CNTs-on-tip emitter does not fulfil this requirement. Our prospect is that the "aligned CNT emitter" [13] , which is comprised of CNTs vertically aligned on an Si substrate, would be best suited to clinical use. Figure 9 shows a typical example of aligned CNTs. A single CNT in such a CNT array emits an electron current as large as 100 µA through self-annealing [13] . If the substrate surface is concave, electrons coming from CNTs are converged automatically [14] . When coupled with external focusing, this "self-focusing" would lead to a fine focusing of electron beams without losing the original current intensity. The surface-processing technique to grow CNTs on a concave substrate has therefore to be established prior to moving into the second stage of developing a clinical instrument. 2) Pressure in gun chamber: 10 -7 Pa region. Thanks to recent progress in UHV technology, there is no difficulty in evacuating the gun chamber into this pressure region. Illustrated in Figure 7 is only one example of devices in line with our aim. Other designs will also be available for focusing an electron beam from multiple CNT tips (see, for example, [15] ). 
Ultimate goal
The device in Figure 7 is for fundamental research on samples which are small animals such as mice. Based on the information obtained by this device, the final decision will be made as to whether or not we should process to construct a clinical XRF. If we go forward, we should take the followings into consideration. Geometrically, the human breast is three-dimensional even if compressed mechanically. Strictly speaking, therefore, the tumor's three-dimensional location in the breast must be known prior to treatment. For simple imaging, the "digital volume tomography"(DVT) outlined in the Appendix [16] , [17] would fit this purpose. At the present time, we are not convinced that DVT will evolve to analytical devices, but establishing fluorescence x-ray DVT would be prerequisite to apply our concept clinically. When a solid in a superconducting state absorbs a photon, it loses superconductivity because the energy of incident photons is converted into thermal energy. The "transition-edge sensor" (TES) [18] is based on this physical principle. A striking fact is that TES is able to detect "one photon" as the function of photon energy. Since the energy of incident photons is intrinsic to the electronic structure of their source, TES allows one to identify the source material with only one photon. To map the element distribution on the photon source, TES sensors have to be integrated on a large scale. Such a TES array has already been assembled, and actually installed in a scanning electron microscope (SEM) for mapping the element distribution on semiconductor chip surfaces [19] . The energy resolution of this SEM-TES system is about fifty times higher than that of conventional SEM-EDX systems. To the authors' knowledge, no attempt has been made to clinically apply TES, but in light of serious concern over medical issues, developing medical TES systems will be an urgent issue in the foreseeable distant future. We are convinced that the application of integrated TES to fluorescence DVT will open a new frontier in breast cancer diagnosis.
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